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SPECIFICATIONS
Product Model INS-100
Weighing Capacity 15kg / 6kg
Accuracy 1/3000
Display Weight: 5 digits, Price: 5 digits, Total Price: 6 digits 
Max. Tare Weight -9.995kg (for weighing capacity 15kg)

-3.998kg (for weighing capacity 6kg)
Power Supply Rechargeable Sealed Lead-Acid Battery or

AC220V (+10%, -15%), 50Hz
Operating Temperature -10°C ~ 40°C
Size 335 (D) x 310 (W) x 120 (H) mm

372 (D) x 310 (W) x 402 (H) mm with pole display
Weight Approx 3.5kg (excluding Battery)

Approx 4.7kg (excluding Battery) with pole display

Battery Driven
The INS-100 can be operated by both a rechargeable battery and 
AC power.

Compact Design
Maximize work space with this highly-functional compact design.

Excellent Cost Performance
Convenient features offer easy operation at an affordable price.

Accuracy to 1/3,000
Precise results are assured with superb 1/3,000 accuracy.

Zero Adjustment
One-touch zero adjustment offers easy operation.

Tare Subtraction
Tare weight can be subtracted with the TARE key.

Add Function
Prices of multiple commodities can 
be added for the same customer.

Memory Function
Tare and unit price are stored in the 
memory until new values are keyed in.

Customer Pole Display
The pole display offers 
a high level of visibility 
for convenient viewing. OPERATING PANEL
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